Fluoropolymer Signal -1- V5.0

Fluoropolymer Signal Cables

Signal Cables PTFE/FEP, shielded, 1 strand, -65 to 200 °C  (No stock item)

Conductor: silver plated copper (SPC)

Strand Colour: white

Strand Insulation: Polytetrafluoroethylene (PTFE)
Shield: Braided, silver plated copper (SPC)
Sheath: Fluoroethylenpropylene (FEP)
Sheath Colour: white

Specification: based on MIL-C-27500
Temperatur Range -65 to 200 °C

ET STK 1, thin-walled ~ Operating Voltage: 250/500V AC U /U

strands | conductor strand shield cable
AWG numberx@| Dnom Item number Dnom Dnom Dnom | weight nom at IISXQC

[mm] [mm] [mm] [mm] [mm] [g/m] [A]

32 7 x0.079 0.28 FKET3207STK1 0.56 1.00 1.50 5.1 4
30 | 7x0.102 0.33 FKET3007STK1 0.61 1.05 1.50 55 6
28 | 7x0.127 0.41 FKET2807STK1 0.69 1.15 1.60 6.1 8
26 | 7x0.160 0.51 FKET2607STK1 0.79 1.25 1.70 7.4 10
19x0.102 0.56 FKET2619STK1 0.79 1.25 1.70 7.4 10

24 | 19x0.127 0.69 FKET2419STK1 0.91 1.35 1.80 9.3 14
22 | 19x0.160 0.84 FKET2219STK1 1.07 1.50 2.00 11 18
20 | 19X0.203 1.04 FKET2019STK1 1.27 1.70 2.20 15 25

E STK 1, normal Operating Voltage: 600/1000V ACU /U

32|7x0.079 0.28 FKE3207STK1 0.76 1.20 1.65 5.8 4
30|7x0.102 0.33 FKE3007STK1 0.81 1.25 1.70 6.8 6
28|7x0.127 0.41 FKE2807STK1 0.89 1.30 1.80 8.1 8
26 119x0.102 0.51 FKE2619STK1 1.00 1.45 1.90 9.1 11
24 |19x0.127 0.61 FKE24195TK1 1.13 1.60 2.10 11 14
22 19x0.160 0.79 FKE2219STK1 1.30 1.75 2.30 13 19
20/19x0.203 0.99 FKE2019STK1 1.47 1.90 2.40 16 25
18 |19 x0.254 1.25 FKE1819STK1 1.75 235 2.80 24 34
16|19 x 0.287 1.40 FKE1619STK1 2.03 2.65 3.20 28 39
14 (19x0.361 1.75 FKE1419STK1 242 2.85 3.50 37 52
1219 x0.455 2.36 FKE1219STK1 2.90 3.40 4.00 52 70

EE STK 1, thick-walled  Operating Voltage: 1000/1900V AC U /U

32 | 7x0.079 0.28 FKEE3207STK1 1.02 1.50 2.00 9.0 4
30 | 7x0.102 0.33 FKEE3007STK1 1.07 1.50 2.00 9.0 6
28 | 7x0.127 0.41 FKEE2807STK1 1.14 1.60 2.10 10 8
26 |19x0.102 0.51 FKEE2619STK1 1.24 1.70 2.20 1 11
24 119x0.127 0.61 FKEE2419STK1 1.37 1.80 2.30 14 14
22 |19x0.160 0.79 FKEE2219STK1 1.52 2.00 2.50 15 19
20 [ 19x0.203 0.99 FKEE2019STK1 1.73 2.20 2.70 20 25
18 |19x0.254 1.25 FKEE1819STK1 2.00 2.50 3.00 25 34
16 |19x0.287 1.40 FKEE1619STK1 2.24 2.70 3.20 27 39
14 | 19x0.361 1.75 FKEE1419STK1 2.69 3.15 3.65 35 52
12 |19x0.455 2.36 FKEE1219STK1 3.17 3.60 4.10 57 70
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Fluoropolymer Signal -2- V5.0

Signal Cables PTFE/FEP, shielded, 2 strands, -65 to 200 °C (No stock item)

Conductor: silver plated copper (SPC)

Strand Colours: white, red

Strand Insulation: Polytetrafluoroethylene (PTFE)
Shield: Braided, silver plated copper (SPC)
Sheath: Fluoroethylenpropylene (FEP)
Sheath Colour: white

Specification: based on MIL-C-27500
Temperatur Range -65 to 200 °C

ET STK 2, thin-walled  Operating Voltage: 250/500V AC U /U

strands conductor strand shield cable
AWG | numberx@| Dnom Item number Dnom Dnom Dnom | weightnom at léTSX°C

[mm] [mm] [mm] [mm] [mm] [g/m] [A]

32 7 x0.079 0.28 FKET3207STK2 0.56 1.60 2.10 7.9 4
30 7 x0.102 0.33 FKET3007STK2 0.61 1.70 2.20 8.6 5
28 7x0.127 0.41 FKET2807STK2 0.69 1.90 240 10 7
26 7 x0.160 0.51 FKET2607STK2 0.79 2.20 2.70 14 10
19x0.102 0.56 FKET2619STK2 0.79 2.20 2.70 14 10

24 19x0.127 0.69 FKET2419STK2 0.91 2.50 3.00 17 13
22 19x0.160 0.84 FKET2219STK2 1.07 2.80 3.30 22 17
20 19 X 0.203 1.04 FKET2019STK2 1.27 3.00 3.70 29 23

E STK 2, normal Operating: 600/1000V ACU /U
32 7 x0.079 0.28 FKE3207STK2 0.76 2.00 2.50 32 4
30 7 x0.102 0.33 FKE3007STK2 0.81 2.20 2.70 30 5
28 7x0.127 0.41 FKE2807STK2 0.89 2.30 2.80 28 7
26 19x0.102 0.51 FKE2619STK2 1.00 2.60 3.10 26 10
24 19x0.127 0.61 FKE2419STK2 1.13 2.90 340 24 13
22 19 x0.160 0.79 FKE2219STK2 1.30 3.20 3.70 22 17
20 19x0.203 0.99 FKE2019STK2 1.47 3.50 4.00 20 23
18 19 x 0.254 1.25 FKE1819STK2 1.75 4.10 4.80 18 31
16 19x0.287 1.40 FKE1619STK2 2.03 470 5.40 16 36
14 19x0.361 1.75 FKE1419STK2 242 5.40 6.10 14 48
12 19 x0.455 2.36 FKE1219STK2 2.90 6.40 7.10 12 64
EE STK 2, thick-walled  Operating Voltage: 1000/1900V ACU /U

32 7 x0.079 0.28 FKEE3207STK2 1.02 2.50 3.00 15 4
30 7x0.102 0.33 FKEE3007STK2 1.07 2.60 3.10 15 5
28 7x0.127 0.41 FKEE2807STK2 1.14 2.70 3.20 17 7
26 19x0.102 0.51 FKEE2619STK2 1.24 2.90 3.40 21 10
24 19x0.127 0.61 FKEE2419STK2 1.37 3.20 3.70 23 13
22 19 x0.160 0.79 FKEE2219STK2 1.52 3.50 4.00 27 17
20 19 x0.203 0.99 FKEE2019STK2 1.73 3.90 4.60 38 23
18 19x0.254 1.25 FKEE1819STK2 2.00 4.50 5.20 51 31
16 19 x 0.287 1.40 FKEE1619STK2 2.24 5.00 5.70 54 36
14 19 x0.361 1.75 FKEE1419STK2 2.69 5.90 6.60 78 48
12 19 x 0.455 2.36 FKEE1219STK2 3.17 6.90 7.60 110 64
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Fluoropolymer Signal -3- V5.0

Signal Cables PTFE/FEP, shielded, 3 strands, -65 to 200 °C (No stock item)

Conductor: silver plated copper (SPC)

Strand Colours: white, red, black

Strand Insulation: Polytetrafluoroethylene (PTFE)
Shield: Braided, silver plated copper (SPC)
Sheath: Fluoroethylenpropylene (FEP)
Sheath Colour: white

Specification: based on MIL-C-27500
Temperatur Range -65 to 200 °C

ET STK 3, thin-walled  Operating Voltage: 250/500V AC U /U

strands | conductor strand shield cable
AWG numberx@| Dnom Item number Dnom Dnom Dnom | weighthom at lzsxoc
[mm] [mm] [mm] [mm] [mm] [g/m] [A]
32 | 7x0.079 0.28 FKET3207STK3 0.56 1.70 2.20 9.6 3
30 | 7x0.102 0.33 FKET3007STK3 0.61 1.80 2.30 1 5
28 | 7x0.127 0.41 FKET2807STK3 0.69 2.00 2.50 13 6
26 | 7x0.160 0.51 FKET2607STK3 0.79 2.40 2.90 19 9
19x0.102 0.56 FKET2619STK3 0.79 2.40 2.90 19
24 | 19x0.127 0.69 FKET2419STK3 0.91 2.60 3.10 23 12
22 | 19x0.160 0.84 FKET2219STK3 1.07 3.00 3.50 30 16
20 | 19X 0.203 1.04 FKET2019STK3 1.27 3.40 3.90 40 21
E STK 3, normal Operating Voltage: 600/1000V ACU /U
32 | 7x0.079 0.28 FKE3207STK3 0.76 2.20 2.70 1 4
30 | 7x0.102 0.33 FKE3007STK3 0.81 2.30 2.80 13 5
28 | 7x0.127 0.41 FKE2807STK3 0.89 2.40 2.90 19 6
26 | 19x0.102 0.51 FKE2619STK3 1.00 2.70 3.20 22 9
24 | 19x0.127 0.61 FKE2419STK3 1.13 3.00 3.40 27 12
22 | 19x0.160 0.79 FKE2219STK3 1.30 3.40 3.80 34 16
20 | 19x0.203 0.99 FKE2019STK3 1.47 3.80 430 46 21
18 | 19x0.254 1.25 FKE1819STK3 1.75 4.40 5.00 61 28
16 | 19x0.287 1.40 FKE1619STK3 2.03 5.00 5.40 74 33
14 | 19x0.361 1.75 FKE1419STK3 242 5.80 6.20 103 44
12 | 19x0.455 2.36 FKE1219STK3 2.90 6.80 7.30 143 59
EE STK 3, thick-walled  Operating Voltage: 1000/1900V ACU /U
327 x0.079 0.28 FKEE3207STK3 1.02 2.65 3.15 18 4
307 x0.102 0.33 FKEE3007STK3 1.07 2.80 3.30 20 5
287 x0.127 0.41 FKEE2807STK3 1.14 2.90 3.40 23 6
26/19 x0.102 0.51 FKEE2619STK3 1.24 3.10 3.60 26 9
2419 x0.127 0.61 FKEE2419STK3 1.37 3.40 3.90 31 12
22|19 x0.160 0.79 FKEE2219STK3 1.52 3.70 4.20 37 16
20119 x0.203 0.99 FKEE2019STK3 1.73 4.20 4.90 50 21
1819 x0.254 1.25 FKEE1819STK3 2.00 4.80 5.50 68 28
1619 x 0.287 1.40 FKEE1619STK3 2.24 5.30 6.00 74 33
1419 x0.361 1.75 FKEE1419STK3 2.69 6.40 7.10 113 44
12(19 x 0.455 2.36 FKEE1219STK3 3.17 7.40 8.10 155 59
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Fluoropolymer Signal -4 - V5.0

Signal Cables PTFE/FEP, shielded, 4 strands, -65 to 200 °C (No stock item)

Conductor: silver plated copper (SPC)

Strand Colours: white, red, black, blue

Strand Insulation: Polytetrafluoroethylene (PTFE)
Shield: Braided, silver plated copper (SPC)
Sheath: Fluoroethylenpropylene (FEP)
Sheath Colour: white

Specification: based on MIL-C-27500
Temperatur Range -65t0 200 °C

ET STK 4, thin-walled  Operating Voltage: 250/500V AC U /U

strands | conductor strand shield cable
AWG |numberx@| Dnom Item number Dnom Dnom Dnom | weightyom at Znsxoc
[mm] [mm] [mm] [mm] [mm] [g/m] [A]
32 7x0.079 0.28 FKET3207STK4 0.56 1.80 240 11 3
30 7x0.102 0.33 FKET3007STK4 0.61 1.90 2.50 13 4
28 7x0.127 0.41 FKET2807STK4 0.69 2.30 2.80 17 6
26 7 x0.160 0.51 FKET2607STK4 0.79 2.40 2.90 22 8
19x0.102 0.56 FKET2619STK4 0.79 240 2.90 22 8
24 19x0.127 0.69 FKET2419STK4 0.91 2.60 3.10 29 11
22 | 19x0.160 0.84 | FKET2219STK4 1.07 2.60 3.10 29 11
20 | 19X0.203 1.04 FKET2019STK4 1.27 3.00 3.50 36 15
E STK 4, normal Operating Voltage: 600/1000V ACU_/U
32 7x0.079 0.28 FKE3207STK4 0.76 240 2.90 16 3
30 7 x0.102 0.33 FKE3007STK4 0.81 2.60 3.10 18 5
28 7x0.127 0.41 FKE2807STK4 0.89 2.60 3.10 22 6
26 19x0.102 0.51 FKE2619STK4 1.00 3.00 3.50 27 8
24 19x0.127 0.61 FKE2419STK4 1.13 3.30 3.80 32 11
22 19x0.160 0.79 FKE2219STK4 1.30 3.70 4.20 41 15
20 19x0.203 0.99 FKE2019STK4 1.47 3.80 4.30 46 21
18 19 x0.254 1.25 FKE1819STK4 1.75 440 5.00 61 28
16 19x0.287 1.40 FKE1619STK4 2.03 5.00 5.40 74 33
14 19x0.361 1.75 FKE1419STK4 242 5.80 6.20 103 44
12 19 x0.455 2.36 FKE1219STK4 2.90 6.80 7.30 143 59
EE STK 4, thick-walled  Operating Voltage: 1000/1900V AC U /U
32 7 x0.079 0.28 FKEE3207STK4 1.02 3.10 3.60 24 3
30 7x0.102 0.33 FKEE3007STK4 1.07 3.30 3.80 26 5
28 7 x0.127 0.41 FKEE2807STK4 1.14 3.80 4.00 29 6
26 19x0.102 0.51 FKEE2619STK4 1.24 3.60 4.30 35 9
24 | 19x0.127 | 061 | FKEE2419STK4 137 3.90 4.80 43 11
22 19x0.160 0.79 FKEE2219STK4 1.52 4.50 5.20 56 15
20 19x0.203 0.99 FKEE2019STK4 1.73 5.00 5.70 70 20
18 19 x0.254 1.25 FKEE1819STK4 2.00 5.60 6.30 89 26
16 | 19x0.287 1.40 FKEE1619STK4 2.26 6.20 6.90 106 30
14 19x0.361 1.75 FKEE1419STK4 2.69 7.30 8.00 147 41
12 19 x0.455 2.36 FKEE1219STK4 3.17 8.50 9.40 217 54
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Fluoropolymer Signal -5- V5.0

Signal Cables PTFE/FEP, shielded, 5 strands, -65 to 200 °C (No stock item)

Conductor: silver plated copper (SPC)

Strand Colours: White, red, black, blue, green
Strand Insulation: Polytetrafluoroethylene (PTFE)
Shield: Braided, silver plated copper (SPC)
Sheath: Fluoroethylenpropylene (FEP)
Sheath Colour: white

Specification: based on MIL-C-27500
Temperatur Range -65t0 200 °C

ET STK 5, thin-walled  Operating Voltage: 250/500V AC U /U

strands | conductor strand shield cable
AWG| numberx@| Dnom Item number Dnom Dhom Bnom| Weighthom atIZSX°C

[mm] [mm] [mm] [mm] [mm] [g/m] [A]

32 7 x0.079 0.28 FKET3207STK5 0.56 1.80 2.40 11 3

30 | 7x0.102 0.33 FKET3007STK5 0.61 1.90 2.50 13 4

28 7x0.127 0.41 FKET2807STK5 0.69 2.30 2.80 17 6

26 | 7x0.160 0.51 FKET2607STK5 0.79 2.40 2.90 22 8

19x0.102 0.56 FKET2619STK5 0.79 240 2.90 22 8

24 | 19x0.127 0.69 FKET2419STK5 0.91 2.60 3.10 29 11

22 | 19x0.160 0.84 FKET2219STK5 1.07 2.60 3.10 29 11

20 | 19X0.203 1.04 FKET2019STK5 1.27 3.00 3.50 36 15

E STK 5, normal Operating Voltage: 600/1000V ACU /U

32 7 x0.079 0.28 FKE3207STK5 0.76 240 2.90 16 3
30 | 7x0.102 0.33 FKE3007STK5 0.81 2.60 3.10 18 5
28 7x0.127 0.41 FKE2807STK5 0.89 2.60 3.10 22 6
26 | 19x0.102 0.51 FKE2619STK5 1.00 3.00 3.50 27 8
24 | 19x0.127 0.61 FKE2419STK5 1.13 3.30 3.80 32 11
22 | 19x0.160 0.79 FKE2219STK5 1.30 3.70 4.20 41 15
20 | 19x0.203 0.99 FKE2019STK5 1.47 3.80 4.30 46 21
18 | 19x0.254 1.25 FKE1819STK5 1.75 440 5.00 61 28
16 | 19x0.287 1.40 FKE1619STK5 2.03 5.00 5.40 74 33
14 | 19x0.361 1.75 FKE1419STK5 242 5.80 6.20 103 44
12 | 19x0.455 2.36 FKE1219STK5 2.90 6.80 7.30 143 59
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Fluoropolymer Signal -6 - V5.0

Signal Cables PTFE/FEP, shielded, 6 strands, -65 to 200 °C (No stock item)

Conductor: silver plated copper (SPC)

Strand Colours: white, red, black, blue, green, yellow
Strand Insulation: Polytetrafluoroethylene (PTFE)
Shield: Braided, silver plated copper (SPC)
Sheath: Fluoroethylenpropylene (FEP)
Sheath Colour: white

Specification: based on MIL-C-27500

Temperatur Range -65 to 200 °C

ET STK 6, thin-walled  Operating Voltage: 250/500V AC U /U

strands conductor strand shield cable
AWG |numberx@| Bnom Item number | Dnom Dnom Dnom | weightnom atlzrtn(a)x°c

[mm] [mm] [mm] [mm] [mm] [g/m] [A]
32 | 7x0.079 0.28 FKET3207STK6 | 0.56 1.80 2.40 1 3
30 7 x0.102 0.33 FKET3007STK6 0.61 1.90 2.50 13 4
28 | 7x0.127 0.41 FKET2807STK6 | 0.69 2.30 2.80 17 6
26 | 7x0.160 0.51 FKET2607STK6 | 0.79 2.40 2.90 22 8

19x0.102 0.56 FKET2619STK6 | 0.79 2.40 2.90 22 8
24 | 19x0.127 0.69 FKET2419STK6 | 0.91 2.60 3.10 29 11
22 | 19x0.160 0.84 FKET2219STK6 | 1.07 2.60 3.10 29 11
20 | 19X0.203 1.04 FKET2019STK6 1.27 3.00 3.50 36 15
E STK 6, normal Operating Voltage: 600/1000V ACU /U

32 7 x0.079 0.28 FKE3207STK6 0.76 240 2.90 16 3
30 7x0.102 0.33 FKE3007STK6 0.81 2.60 3.10 18 5
28 7x0.127 0.41 FKE2807STK6 0.89 2.60 3.10 22 6
26 19x0.102 0.51 FKE2619STK6 1.00 3.00 3.50 27 8
24 19x0.127 0.61 FKE2419STK6 1.13 3.30 3.80 32 11
22 19 x0.160 0.79 FKE2219STK6 1.30 3.70 4.20 41 15
20 19 x0.203 0.99 FKE2019STK6 147 3.80 4.30 46 21
18 | 19x0.254 1.25 FKE1819STK6 1.75 4.40 5.00 61 28
16 19 x0.287 1.40 FKE1619STK6 2.03 5.00 5.40 74 33
14 19x0.361 1.75 FKE1419STK6 242 5.80 6.20 103 44
12 19 x0.455 2.36 FKE1219STK6 2.90 6.80 7.30 143 59
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Fluoropolymer Signal -7 - V5.0

Signal Cables PTFE/FEP, shielded, 7 strands, -65 to 200 °C (No stock item)

Conductor: silver plated copper (SPC)
Strand Colours: white, red, black, blue, green, yellow, orange
Strand Insulation: Polytetrafluoroethylene (PTFE)
Shield: Braided, silver plated copper (SPC)
Sheath: Fluoroethylenpropylene (FEP)
Sheath Colour: white
Specification: based on MIL-C-27500
Temperatur Range -65to 200 °C
ET STK 7, thin-walled  Operating Voltage: 250/500V ACU /U
strands conductor strand shield cable
AWG [numberx@| Dnom Item number Dnom Dnom Dnom | weight oy at l:sxoc
[mm] [mm] [mm] [mm] [mm] [g/m] [A]
32 7x0.079 0.28 FKET3207STK7 0.56 1.80 240 11 3
30 7x0.102 0.33 FKET3007STK7 0.61 1.90 2.50 13 4
28 7x0.127 0.41 FKET2807STK7 0.69 2.30 2.80 17 6
26 7 x0.160 0.51 FKET2607STK7 0.79 2.40 2.90 22 8
19x0.102 0.56 FKET2619STK7 0.79 240 2.90 22 8
24 19x0.127 0.69 FKET2419STK7 0.91 2.60 3.10 29 11
22 19x0.160 0.84 FKET2219STK7 1.07 2.60 3.10 29 11
20 | 19X0.203 1.04 FKET2019STK7 1.27 3.00 3.50 36 15
E STK 7, normal Operating Voltage: 600/1000V ACU /U
32 | 7x0.079 0.28 FKE3207STK7 0.76 2.40 2.90 16 3
30 7x0.102 0.33 FKE3007STK7 0.81 2.60 3.10 18 5
28 7x0.127 0.41 FKE2807STK7 0.89 2.60 3.10 22 6
26 | 19x0.102 0.51 FKE2619STK7 1.00 3.00 3.50 27 8
24 19x0.127 0.61 FKE2419STK7 1.13 3.30 3.80 32 11
22 19 x0.160 0.79 FKE2219STK7 1.30 3.70 4.20 41 15
20 19x0.203 0.99 FKE2019STK7 1.47 3.80 4.30 46 21
18 | 19x0.254 1.25 FKE1819STK7 1.75 4.40 5.00 61 28
16 19x0.287 1.40 FKE1619STK7 2.03 5.00 5.40 74 33
14 19 x0.361 1.75 FKE1419STK7 242 5.80 6.20 103 44
12 19 x0.455 2.36 FKE1219STK7 2.90 6.80 7.30 143 59
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Fluoropolymer Signal -8 - V5.0

Signal Cables ETFE, shielded, 1 strand, -65 to 150 °C (No stock item)
Conductor: tin plated copper (TPC)

Strand Colours: white

Strand Insulation: Ethylentetrafluoroethylene (ETFE)

Shield: Braided, tin plated copper (SPC), 85% coverage
Sheath: Ethylentetrafluoroethylene (ETFE)

Sheath Colour: white

Specification: based on MIL-C-27500

Temperatur Range -65to 150 °C

Splitting thread: serves to split up easely the sheath.

Operating Voltage: 600/1000V ACU /U

ZL STZ 1, thin-walled

strands | conductor strand shield cable
AWG | numberx@ | Dnom Item number Dnom Dnom Dnom |weightnom At 4'(')“3*(:

[mm] [mm] [mm] [mm] [mm] [g/m] [A]
30 7 x0.102 0.30 FKZL3007STZ1 0.61 1.05 1.50 5.0 5
28 7x0.127 0.38 FKZL2807STZ1 0.68 1.15 1.60 5.5 6
26 | 19x0.102 | 048 | FKZL2619STZ1 0.81 1.25 1.70 7.0 9
24 19x0.127 0.60 FKZL2619STZ1 0.91 1.35 1.80 8.5 11
22 | 19x0.160 | 076 | FKZL2219STZ1 1.09 1.55 2.00 10 15
20 19x0.203 0.96 FKZL2019STZ1 1.30 1.75 2.20 14 21
18 19 x0.254 1.21 FKZL1819STZ1 1.55 2.00 2.50 18 28
16 | 19x0287 = 136  FKZL1619STZ1 1.70 215 2.70 22 32
14 19x0.361 1.70 FKZL1419STZ1 2.06 2.50 3.00 30 43
12 37x0.320 2.20 FKZL1237STZ1 2.62 3.10 3.60 55 58

ZN STZ 1, normal

30 7x0.102 0.30 FKZN3007STZ1 0.75 1.20 1.70 5.9 3
28 7x0.127 0.38 FKZN2807STZ1 0.83 1.30 1.80 6.7 4
26 19x0.102 0.48 FKZN2607STZ1 0.96 1.40 1.90 8.3 6
24 19x0.127 0.60 FKZN2419STZ1 1.14 1.60 2.10 9.9 8
22 19x0.160 0.76 FKZN2219STZ1 1.32 1.80 2.30 12 11
20 19x0.203 0.96 FKZN2019STZ1 1.52 2.00 2.50 15 15
18 19x0.254 1.21 FKZN1819STZ1 1.80 2.25 2.80 20 20
16 19 x0.287 1.36 FKZN1619STZ1 2.01 245 3.00 24 24
14 19x0.361 1.70 FKZN1419STZ1 2.36 2.80 3.30 32 32
12 37 x0.320 2.20 FKZN1237STZ1 2.90 3.35 3.90 46 43
10 37 x0.404 2.82 FKZN1037STZ1 3.53 4.00 4.70 69 78
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Fluoropolymer Signal -9- V5.0

Signal Cables ETFE, shielded, 2 strands, -65 to 150 °C (No stock item)

Conductor: tin plated copper (TPC)

Strand Colours: white, red

Strand Insulation: Ethylentetrafluoroethylene (ETFE)

Shield: Braided, tin plated copper (SPC), 85% coverage
Sheath: Ethylentetrafluoroethylene (ETFE)

Sheath Colour: white

Specification: based on MIL-C-27500

Temperatur Range -65to 150°C

Splitting thread: serves to split up easely the sheath.

Operating Voltage: 600/1000V AC U /U

ZL STZ 2, thin-walled

strands | conductor strand shield cable
AWG | numberx@ | Pnom Item number Bnom Bnom | Pnom |Weighthom at I:SXOC

[mm] [mm] [mm] [mm] [mm] [g/m] [A]
30 7x0.102 0.30 FKZL3007STZ2 0.61 1.05 1.50 5.0 5
28 7x0.127 0.38 FKZL2807STZ2 0.68 1.15 1.60 5.5 6
26 19x0.102 048 FKZL2619STZ2 0.81 1.25 1.70 7.0 9
24 19x0.127 0.60 FKZL2619STZ2 0.91 1.35 1.80 8.5 11
22 19 x0.160 0.76 FKZL2219STZ2 1.09 1.55 2.00 10 15
20 19 x0.203 0.96 FKZL2019STZ2 1.30 1.75 2.20 14 21
18 19 x0.254 1.21 FKZL1819STZ2 1.55 2.00 2.50 18 28
16 19 x0.287 1.36 FKZL1619STZ2 1.70 2.15 2.70 22 32
14 19 x0.361 1.70 FKZL1419STZ2 2.06 2.50 3.00 30 43
12 37 x0.320 2.20 FKZL1237STZ2 2.62 3.10 3.60 55 58

ZN STZ 2, normal

30 7x0.102 0.30 FKZN3007STZ2 0.75 1.20 1.70 59 3
28 7x0.127 0.38 FKZN2807STZ2 0.83 1.30 1.80 6.7 4
26 19x0.102 048 FKZN2619STZ2 0.96 1.40 1.90 8.3 6
24 19x0.127 0.60 FKZN2619STZ2 1.14 1.60 2.10 9.9 8
22 19x0.160 0.76 FKZN2219STZ2 1.32 1.80 2.30 12 11
20 19x0.203 0.96 FKZN2019STZ2 1.52 2.00 2.50 15 15
18 19 x0.254 1.21 FKZN1819STZ2 1.80 2.25 2.80 20 20
16 19 x0.287 1.36 FKZN1619STZ2 2.01 2.45 3.00 24 24
14 19 x0.361 1.70 FKZN1419STZ2 2.36 2.80 3.30 32 32
12 37 x0.320 2.20 FKZN1237STZ2 2.90 3.35 3.90 46 43
10 37 x 0.404 030 |FKZN3007STZ2 3.53 4.00 4.70 69 78
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Fluoropolymer Signal -10 - V5.0

Signal Cables ETFE, shielded, 3 strands, -65 to 150 °C (No stock item)

Conductor: tin plated copper (TPC)

Strand Colours: White, red, black

Strand Insulation: Ethylentetrafluoroethylene (ETFE)

Shield: braided. tin plated copper (SPC), 85% coverage
Sheath: Ethylentetrafluoroethylene (ETFE)

Sheath Colour: white

Specification: based on MIL-C-27500

Temperatur Range -65to 150°C

Splitting thread: serves to split up easely the sheath.

Operating Voltage: 600/1000V ACU /U

ZL STZ 3, thin-walled

strands | conductor strand shield cable
AWG | numberx@| Dnom Item number Dnom Dnom Dnom | weightnom at L"“SXOC

[mm] [mm] [mm] [mm] [mm] [g/m] [A]
30 | 7x0.102 | 030 FKZL300751Z3 | 4 g 175 2.25 10 4
28 7 x0.127 0.38 FKZL2807STZ3 0.68 1.90 2.40 11 5
26 19x0.102 0.48 FKZL2607STZ3 0.81 2.20 2.70 15 7
24 19x0.127 0.60 FKZL2419STZ3 0.91 2.40 2.90 18 10
22 19x0.160 0.76 FKZL2219STZ3 1.09 2.80 3.30 24 13
20 19x0.203 0.96 FKZL2019STZ3 1.30 3.30 3.80 33 17
18 19 x0.254 1.21 FKZL1819STZ3 1.55 3.80 4.30 46 23
16 19 x0.287 1.36 FKZL1619STZ3 1.70 4.10 4.80 56 27
14 19x0.361 1.70 FKZL1419STZ3 2.06 490 5.60 82 36
12 37 x0.320 2.20 FKZL1237STZ3 2.62 6.10 6.80 120 49

ZN STZ 3, normal

30 7 x0.102 0.30 FKZN3007STZ3 0.75 2.10 2.60 12 4
28 7x0.127 0.38 FKZN2807STZ3 0.83 2.30 2.80 14 5
26 19x0.102 0.48 FKZN2607STZ3 0.96 2.50 3.00 17 7
24 19x0.127 0.60 FKZN2419STZ3 1.14 2.90 3.40 23 10
22 19x0.160 0.76 FKZN2219STZ3 1.32 3.30 3.80 29 13
20 19x0.203 0.96 FKZN2019STZ3 1.52 3.80 4.30 38 17
18 19 x0.254 1.21 FKZN1819STZ3 1.80 440 5.10 53 23
16 19 x0.287 1.36 FKZN1619STZ3 2.01 4.80 5.50 64 27
14 19x0.361 1.70 FKZN1419STZ3 2.36 5.60 6.30 89 36
12 37 x0.320 2.20 FKZN1237STZ3 2.90 6.70 7.40 130 49
10 37 x0.404 2.82 FKZN1037STZ3 3.53 8.20 9.00 197 66
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Fluoropolymer Signal -11 - V5.0

Signal Cables ETFE, shielded, 4 strands, -65 to 150 °C (No stock item)

Conductor: tin plated copper (TPC)

Strand Colours: white, red, black, blue

Strand Insulation: Ethylentetrafluoroethylene (ETFE)

Shield: braided. tin plated copper (SPC), 85% coverage
Sheath: Ethylentetrafluoroethylene (ETFE)

Sheath Colour: white

Specification: based on MIL-C-27500

Temperatur Range -65to 150°C

Splitting thread: serves to split up easely the sheath.

Operating Voltage: 600/1000V AC U /U

ZL STZ 4, thin-walled

strands | conductor strand shield cable
AWG umberx@ | Dnom Item number Dnom Dnom @nom |weightnom at IZTSX°C

[mm] [mm] [mm] [mm] [mm] [g/m] [A]
30 7x0.102 0.30 FKZL3007STZ4 0.61 1.90 240 11 4
28 7x0.127 0.38 FKZL2807STZ4 0.68 2.10 2.60 13 5
26 19x0.102 0.48 FKZL2607STZ4 0.81 2.40 2.90 18 7
24 19x0.127 | 0.60 FKZL2419STZ4 0.91 2.70 3.20 23 9
22 19x0.160 | 0.76 FKZL2219STZ4 1.09 3.10 3.60 30 12
20 19x0.203 | 0.96 FKZL2019STZ4 1.30 3.60 4.10 42 16
18 19 x0.254 1.21 FKZL1819STZ4 1.55 4.20 4.90 59 22
16 19x0.287 | 1.36 FKZL1619STZ4 1.70 4.60 5.30 71 25
14 19x0.361 1.70 FKZL1419STZ4 2.06 5.40 6.10 102 34
12 37x0.320 | 2.20 FKZL1237STZ4 2.62 6.80 7.50 154 45

ZN STZ 4, normal

30 7 x0.102 0.30 FKZN30075TZ4 0.75 2.30 2.80 14 4
28 7x0.127 0.38 FKZN28075TZ4 0.83 2.50 3.00 16 5
26 19x0.102 0.48 FKZN26075TZ4 0.96 2.80 3.30 21 7
24 19x0.127 | 0.60 FKZN2419STZ4 1.14 3.20 3.70 27 9
22 19x0.160 | 0.76 FKZN2219STZ4 1.32 3.70 4.20 35 12
20 19 x0.203 0.96 FKZN2019STZ4 1.52 4.10 4.80 49 16
18 19 x0.254 1.21 FKZN1819STZ4 1.80 4.80 5.50 66 22
16 19x0.287  1.36 FKZN1619STZ4 2.01 5.30 6.00 80 25
14 19x0.361 1.70 FKZN1419STZ4 2.36 6.20 6.90 110 34
12 37x0.320 | 2.20 FKZN1237STZ4 2.90 7.60 8.30 172 45
10 37x0404 | 2.82 FKZN10375TZ4 3.53 9.10 9.90 253 61
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Fluoropolymer Signal -12 - V5.0

Signal Cables ETFE, shielded, 5 strands, -65 to 150 °C (No stock item)

Conductor: tin plated copper (TPC)

Strand Colours: white, red, black, blue, green

Strand Insulation: Ethylentetrafluoroethylene (ETFE)

Shield: braided. tin plated copper (SPC), 85% coverage
Sheath: Ethylentetrafluoroethylene (ETFE)

Sheath Colour: white

Specification: based on MIL-C-27500

Temperatur Range -65to 150°C

Splitting thread: serves to split up easely the sheath.

Operating Voltage: 600/1000V ACU /U

ZLSTZ 5, thin-walled

strands conductor strand shield cable
AWG | numberx@ | 9nom Item number Dnom Dnom Dnom weighthom at IZT(a)X°C

[mm] [mm] [mm] [mm] [mm] [g/m] [A]
30 7x0.102 0.30 FKZL3007STZ5 0.61 2.10 2.60 15 3
28 7 x0.127 0.38 FKZL2807STZ5 0.68 2.30 2.80 17 4
26 19x0.102 048 FKZL2619STZ5 0.81 2.70 3.20 22 6
24 19x0.127 0.60 FKZL2619STZ5 0.91 2.90 3.40 28 8
22 19x0.160 0.76 FKZL2219STZ5 1.09 3.40 3.90 37 11
20 19 x 0.203 0.96 FKZL2019STZ5 1.30 4.00 4.70 51 15
18 19 x0.254 1.21 FKZL1819STZ5 1.55 4.70 5.40 75 20
16 37 x0.320 1.36 FKZL1619STZ5 1.70 5.10 5.80 89 24
14 19x0.361 1.70 FKZL1419STZ5 2.06 6.00 6.70 127 32
12 37 x0.320 2.20 FKZL1237STZ5 2.62 7.70 8.60 205 43

ZN STZ 5, normal

30 7x0.102 0.30 FKZN3007STZ5 0.75 2.50 3.00 17 3
28 7x0.127 0.38 FKZN2807STZ5 0.83 2.70 3.20 19 4
26 19x0.102 048 FKZN2607STZ5 0.96 3.10 3.60 25 6
24 19x0.127 0.60 FKZN2419STZ5 1.14 3.60 4.10 37 8
22 19x0.160 0.76 FKZN2219STZ5 1.32 4.00 4.70 46 11
20 19 x0.203 0.96 FKZN2019STZ5 1.52 4.60 5.30 60 15
18 19 x0.254 1.21 FKZN1819STZ5 1.80 5.30 6.00 83 20
16 19 x0.287 1.36 FKZN1619STZ5 2.01 5.90 6.60 97 24
14 19 x0.361 1.70 FKZN1419STZ5 2.36 7.00 7.70 146 32
12 37 x0.320 2.20 FKZN1237STZ5 2.90 8.40 9.20 220 43
10 37 x0.404 2.82 FKZN1037STZ5 3.53 10.2 11.3 337 58
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Fluoropolymer Signal -13- V5.0

Signal Cables ETFE, shielded, 6 strands, -65 to 150 °C (No stock item)

Conductor: tin plated copper (TPC)

Strand Colours: white, red, black, blue, green, yellow

Strand Insulation: Ethylentetrafluoroethylene (ETFE)

Shield: braided, tin plated copper (SPC), 85% coverage

Sheath: Ethylentetrafluoroethylene (ETFE)

Sheath Colour: white

Specification: based on MIL-C-27500

Temperatur Range -65to 150°C

Splitting thread: serves to split up easely the sheath.

Operating Voltage: 600/1000V ACU /U

ZL STZ 6, thin-walled

strands | conductor strand shield cable
AWG numéoer X! @nom Item number Dhom Dnom | Pnom |Weightnom at Izaxoc
[mm] [mm] [(mm] [mm] [mm] [g/m] [A]

30 7x0.102 0.30 FKZL3007STZ6 0.61 2.30 2.80 16 3
28 7 x0.127 0.38 FKZL2807STZ6 0.68 2.50 3.00 19 4
26 19x0.102 0.48 FKZL2619STZ6 0.81 2.90 3.40 25 6
24 19x0.127 0.60 FKZL2619STZ6 0.91 3.20 3.70 32 8
22 19x0.160 0.76 FKZL2219STZ6 1.09 3.70 4.20 40 11
20 19x0.203 0.96 FKZL2019STZ6 1.30 4.40 5.10 65 15
18 19 x0.254 1.21 FKZL1819STZ6 1.55 5.10 5.80 87 19
16 37 x0.320 1.36 FKZL1619STZ6 1.70 5.60 6.30 111 23
14 19x0.361 1.70 FKZL1419STZ6 2.06 6.60 7.50 159 30
12 37 x0.320 2.20 FKZL1237STZ6 2.62 8.60 9.50 245 41

ZN STZ 6, normal

30 7x0.102 0.30 FKZN3007STZ6 0.75 2.70 3.20 20 3
28 7x0.127 0.38 FKZN2807STZ6 0.83 3.00 3.50 24 4
26 19x0.102 0.48 FKZN26075TZ6 0.96 3.40 3.90 31 6
24 19x0.127 0.60 FKZN2419STZ6 1.14 3.90 4.60 42 8
22 19x0.160 0.76 FKZN2219STZ6 1.32 4.40 5.20 54 11
20 19 x0.203 0.96 FKZN2019STZ6 1.52 5.00 5.70 69 15
18 19 x 0.254 1.21 FKZN1819STZ6 1.80 5.90 6.60 106 19
16 19 x0.287 1.36 FKZN1619STZ6 2.01 6.60 7.30 126 23
14 19x0.361 1.70 FKZN1419STZ6 2.36 7.70 8.50 181 30
12 37 x0.320 2.20 FKZN12375TZ6 2.90 9.40 10.3 273 41
10 37 x0.404 2.82 FKZN1037STZ6 3.53 11.4 12.5 405 55
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Fluoropolymer Signal -1- V5.0

Signal Cables ETFE, shielded, 7 strands, -65 to 150 °C (No stock item)

Conductor: tin plated copper (TPC)

Strand Colours: white. red. black. blue. green. yellow. orange
Strand Insulation: Ethylentetrafluoroethylene (ETFE)

Shield: braided, tin plated copper (SPC), 85% coverage
Sheath: Ethylentetrafluoroethylene (ETFE)

Sheath Colour: white

Specification: based on MIL-C-27500

Temperatur Range -65to 150°C

Splitting thread: serves to split up easely the sheath.

Operating Voltage: 600/1000V ACU /U

ZL STZ 7, thin-walled

strands | conductor strand shield cable
AWG | numberx@| 9nom Item number Dnom Dnom Dnom |weightnom at L"“SXOC

[mm] [mm] [mm] [mm] [mm] [g/m] [A]
30 7x0.102 0.30 FKZL3007STZ7 0.61 2.30 2.80 16 3
28 7x0.127 0.38 FKZL2807STZ7 0.68 2.50 3.00 19 4
26 19x0.102 048 FKZL2619STZ7 0.81 2.90 3.40 25 6
24 19x0.127 0.60 FKZL2619STZ7 0.91 3.20 3.70 32 8
22 19x0.160 0.76 FKZL2219STZ7 1.09 3.70 4.20 45 10
20 19 x0.203 0.96 FKZL2019STZ7 1.30 4.40 5.10 67 14
18 19 x0.254 1.21 FKZL1819STZ7 1.55 5.10 5.80 96 19
16 37 x0.320 1.36 FKZL1619STZ7 1.70 5.60 6.30 116 22
14 19 x0.361 1.70 FKZL1419STZ7 2.06 6.60 7.50 174 29
12 37 x0.320 2.20 FKZL1237STZ7 2.62 8.60 9.50 270 39

ZN STZ 7, normal

30 7x0.102 0.30 FKZN3007STZ7 0.75 2.70 3.20 20 3
28 7x0.127 0.38 FKZN2807STZ7 0.83 3.00 3.50 24 4
26 19x0.102 048 FKZN2607STZ7 0.96 3.40 3.90 30 6
24 19x0.127 0.60 FKZN2419STZ7 1.14 3.90 4.60 44 8
22 19x0.160 0.76 FKZN2219STZ7 1.32 4.40 5.10 58 10
20 19 x0.203 0.96 FKZN2019STZ7 1.52 5.00 5.70 77 14
18 19 x0.254 1.21 FKZN1819STZ7 1.80 5.90 6.60 111 19
16 19 x 0.287 1.36 FKZN1619STZ7 2.01 6.60 7.30 136 22
14 19 x0.361 1.70 FKZN1419STZ7 2.36 7.70 8.50 196 29
12 37 x0.320 2.20 FKZN1237STZ7 2.90 9.40 10.3 295 39
10 37 x0.404 2.82 FKZN1037STZ7 3.53 114 12.5 442 53
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